AQUAPANEL® 



Exterior Reinforcing Tape 

Glass fabric joint tape with alkali-resistant coating 




AQUAPANEL" Exterior ReinforcingTape (33cm) is used to reinforce joints 
in exterior areas where a coat of paint is to be applied on the 
AQUAPANEL* Exterior Basecoat. 
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AQUAPANEL® 



Exterior Reinforcing Tape 



1 Material characteristics 1 


Weight/unit area 


approx. 200 g/m 2 


Mesh size 


5x5 mm 


Initial tear strength 


approx. 2500 N/5 cm 


Thickness 


0.8 mm 


Width 


33 cm 


Length 


50 m 


Colour 


blue 



Processing 



Method of delivery/storage 



Apply AQUAPANEL? Joint Filler -Grey over the joints and then embed 
AQUAPANEL? Exterior Reinforcing Tape into them. 



33 cm wide rolls x 50 m long 

12 rolls/carton 

Store in the dry and protect from moisture. 



Coverage 



Item code: 59051 



Approx. 2.1 m/m 2 AQUAPANEL* Cement Board Outdoor. 
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Knauf USG Systems GmbH & Co. KG 

Zur Helle 1 1 
D-58638 Iserlohn 
Germany 



AQUAPANEL" is a registered trademark of Knauf USC Systems GmbH & Co. KG 

Knauf USG Systems GmbH & Co. KG reserves the right to change specifications 
or design and supply products which may differ from those described and illustrated 
without notice and without liability. All weights and measures are nominal. 
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